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Abstract
A control approach to achieve nanoscale broadband viscoelasticmeasurement using scanning probe
microscope(SPM) is reported. Current SPM-based force measurement is too slow to measure rate-dependent
phenomena, and large (temporal) measurement errors can be generated when the sample itself changes
rapidly. The recently developed model-less inversion-based iterative control technique is used to eliminate the
dynamics and hysteresis effects of the SPM hardware on the measurements, enabling rapid excitation and
measurement of rate-dependent material properties. The approach is illustrated by the mechanical
characterization of poly(dimethylsiloxane) over a broad frequency range of three orders of magnitude (∼1 Hz
to 4.5 KHz).
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A control approach to achieve nanoscale broadband viscoelastic measurement using scanning probe
microscope SPM is reported. Current SPM-based force measurement is too slow to measure
rate-dependent phenomena, and large temporal measurement errors can be generated when the
sample itself changes rapidly. The recently developed model-less inversion-based iterative control
technique is used to eliminate the dynamics and hysteresis effects of the SPM hardware on the
measurements, enabling rapid excitation and measurement of rate-dependent material properties.
The approach is illustrated by the mechanical characterization of polydimethylsiloxane over a
broad frequency range of three orders of magnitude 1 Hz to 4.5 KHz. © 2008 American
Institute of Physics. DOI: 10.1063/1.2990759
Scanning probe microscope SPM has become an en-
abling tool to quantitatively measure the mechanical proper-
ties of a wide variety of materials, particularly the rate-
dependent viscoelasticity of soft materials such as live cells.1
However, current nanoscale viscoelasticity measurement is
time consuming and limited to the narrow band of low fre-
quency range. For example, in the force-modulation
measurement2 where a sinusoidal force signal i.e., ac signal
of small amplitude is augmented to the constant-rate input
signal and applied to drive the cantilever, the modulation
frequency is limited to relatively low frequency range a
couple of hundreds of hertz and the modulation amplitude is
small several tens of nanometers. Rapid broadband vis-
coelasticity measurement is needed to measure rate-
dependent phenomena,3 particularly when dynamic evolution
of the sample is of interest.4 The low speed of SPM is be-
cause at high speeds, the SPM measurement of material re-
sponse can suffer from large uncertainties due to the convo-
lution of adverse effects such as hysteresis and dynamics of
the piezoactuator, dynamics of the probe, the mechanical
mounting, etc., into the measured data.
We report a control approach to characterize broadband
viscoelasticity based on the concept of system identification,
i.e., the system dynamics e.g., the broadband viscoelasticity
can be identified by exciting the system with an appropriate
input which satisfies the persistent excitation condition5
and measuring the corresponding output response. The chal-
lenge, however, is to eliminate the adverse effects coupled
into the measured data. In the proposed method, we use the
recently developed model-less inversion-based iterative con-
trol MIIC technique6,7 to eliminate these adverse effects in
the measurement. Thus, the time-consuming demodulation
process involved in the force-modulation method is avoided.
Instead, desired excitation force of rich frequencies can be
exerted onto the soft material through the SPM probe, and
the corresponding mechanical response of the soft material
the indentation can be accurately measured. Specifically, a
band-limited white-noise type of excitation force is used, and
to determine the indentation on the soft material, the same
control input is also applied to the force measurement on a
hard reference material, and the cantilever deflections mea-
sured from these two measurements are compared. Then the
force-indentation data can be used in a contact mechanics
model to compute the rate-dependent compliance of the soft
sample. Compared to existing viscoelasticity measurement
methods at nanoscale as well as at microscale to bulk scales8
the microscale/bulk scale methods are also oscillatory based
and rely on optical detection—thus their resolution is limited
by the light wavelength, the proposed approach is funda-
mentally different in the use of advanced control techniques
to eliminate the convolution of the hardware dynamics into
the measurement, as well as to attain rapid excitation of the
mechanical behavior of materials. As a result, the proposed
approach can achieve nanoscale local quantification of ma-
terial viscoelasticity over a larger frequency range with
shorter amount of time on the same hardware platform.
The basic idea of the MIIC control technique6,7 is to
“learn” the system’s adverse effects hysteresis and dynam-
ics by iteratively updating the control input with the output
measured from the previous trial see Fig. 1. The MIIC al-
gorithm can be described in frequency domain as
u0j = zdj, k = 0,
ukj = 
uk−1j
zk−1j
zdj , when zk−1j 0,
and k 1,
0 otherwise
 1
where fj is the Fourier transform of the signal ft,
zd· is the desired output trajectory, zk· is the system out-
put for the input uk· applied during the kth iteration, and
0 is a prechosen constant. In implementations, distur-
aAuthor to whom correspondence should be addressed. Electronic mail:
qzzou@iastate.edu.
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FIG. 1. The system diagram of the MIIC algorithm.
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bance and measurement noise exist, the system output be-
comes zˆkj=zkj+znj, where zkj denotes the lin-
ear part of the system response, i.e., zkj=Gjukj,
and znj denotes the disturbance and/or measurement
noise, Fig. 1. Then it has been shown in Ref. 6 that if the
bound of the following noise/disturbance to desired signal
ratio NSR at frequency , , is less than 1−2 /2, i.e.,
	znj	 / 	zdj	 1− 2 /2, ∀k, the output track-
ing can be improved by using the MIIC algorithm,
lim
x→

 zkj − zdj
zdj

  21 − 1 − 2  1. 2
The above Eq. 2 shows that precision tracking of the de-
sired trajectory over a broad frequency range can be
achieved provided that the NSR  is small in that fre-
quency range. Such a “trackable” frequency range can be
significantly larger than the open-loop bandwidth of the
system.6
The efficacy of the iterative control approaches to elimi-
nate the hardware dynamics effects on SPM force measure-
ment has been demonstrated in the authors’ recent work.9
This article extends such efforts by improving both the itera-
tive control algorithm the SPM dynamics model is needed
by the control algorithm in Ref. 9 and more importantly,
the excitation force profile the band-limited white noise
rather than the quasistatic triangle signal9. Thus, the contri-
bution of this article is the utilization of the MIIC
technique6,7 to enable broadband nanomechanical measure-
ments and arrive at quantitative characterization of the vis-
coelasticity of materials.
The proposed approach was used to measure the rate-
dependent viscoelasticity of polydimethylsiloxane PDMS
on a commercial SPM system Dimension 3100, Veeco Inc..
The SPM controller was customized so the external control
input bypassed the PID control circuit when the input was
sent to drive the vertical z-axis piezoactuator directly. The
cantilever deflection sensor signal was acquired through a
data acquisition DAQ card and MATLAB-xPC-target soft-
ware package was used to implement the MIIC algorithm
through the DAQ card and process the data. First, the MIIC
algorithm was applied to enable the cantilever deflection on a
PDMS sample to track a band-limited white-noise desired
trajectory see Ref. 9 for the preparation of the PDMS
sample. This tracking implied that the adverse effects of the
z-axis SPM dynamics were eliminated to allow the desired
excitation force profile to be exerted onto the PDMS sample.
The cutoff frequency of the band-limited white noise with
duration of 6 s was chosen at 4.5 KHz the open-loop z-axis
SPM dynamics, from the piezoactuator to the cantilever, has
one dominant resonant peak at 3.7 KHz. Then this trajec-
tory was cascaded with two copies of its own and then used
as the desired trajectory in the MIIC algorithm. The tracking
error was very small the RMS error was 4%. Next, the
converged iterative control input was applied along with a
small normal force for the PDMS sample, and the cantilever
deflection was measured. The small normal load was added
to avoid the pull-off of the probe from the sample during the
measurements. Finally, the same control input was applied
when the sample was replaced with a hard reference sample
sapphire and the deflection signal was measured.
The experimentally measured cantilever displacements
for the PDMS sample and the sapphire sample are compared
in Fig. 2, where Fig. 2a is for the entire 6 s period and
Fig. 2b presents the zoomed-in view of Fig. 2a for an
interval of 0.01 s. The cantilever sensitivity constant 85
nm/V, experimentally calibrated as in Ref. 10 relating de-
flection to displacement was used. The indentation on
the PDMS sample by the excitation force was obtained
from the difference of the two cantilever displacement
signals, as shown in Fig. 2c for the zoomed-in interval
t 2,2.01 s. Finally, the cantilever deflection measured on
the PDMS sample was converted to the excitation force ex-
erted on the PDMS sample by using the cantilever spring
constant 0.065 N/m, calibrated by using the thermal noise
method Ref. 10. The magnitude of the frequency compo-
nents of the excitation force and that of the indentation are
plotted in Figs. 3a and 3b, respectively.
Figure 3 shows that the excitation force has the band-
limited white-noise characteristics—the force signal con-
tained rich frequency components of similar amplitude uni-
formly distributed across the entire frequency spectrum
from 1 Hz to 4.5 KHz. Thus, such an applied force
can sufficiently excite the broadband material response.
Moreover, the cantilever deflection obtained on the sapphire
sample was always larger than that on the PDMS sample see
Figs. 2b and 2c. The larger deflection occurred because
the elastic modulus of sapphire is much higher over five
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FIG. 2. Color online a The comparison of the experimentally measured
deflection signals on the PDMS sample and that on the sapphire sample, b
the zoomed-in view of plot a for time t 2,2.01 s, and c the difference
between these two deflection signals within the zoomed-in interval.
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FIG. 3. Color online a The magnitude of the frequency components in
the tip-sample interaction force showing the band-limited white-noise char-
acteristic and b the magnitude of the frequency components in the inden-
tation into the PDMS under the force of a.
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orders of magnitude higher than that of PDMS. The experi-
mental results also reveal the frequency dependence of the
indentation response of PDMS: as frequency was increased,
the magnitude of the frequency components in the obtained
indentation tended to become smaller Fig. 3b, even
though the counterpart in the excitation force was maintained
across the frequency spectrum Fig. 3a. Such a trend
clearly demonstrated the rate-dependent mechanical response
of PDMS: as the excitation frequency was increased, PDMS
became stiffer, which can be due to viscoelastic nature of the
polymer; hence, a faster external deformation rate transi-
tioned the response of PDMS from rubbery toward being
glassy.9 These experiment results demonstrate the efficacy of
the proposed technique.
Finally, the measured force-indentation data were used
to compute the complex compliance of the PDMS sample
based on the following classical Hertz contact model,1
h3/2t=C10t Jt−dP /dd, where Pt is the inter-
action force between the tip and the sample surface, ht is
the indentation of the tip on the sample surface, Jt is
the creep compliance functional of the sample material
in uniaxial compression, and the constant C1 is given as
C1= 31−	2 / 4R, with R and 	 being the radius of the
tip and the Poisson ratio of the soft sample, respectively.
Note that the assumptions underlying the above analysis–the
friction and adhesion force during indentation are negligible–
were valid for these experiments, because the horizontal in-
plane displacement of the cantilever relative to the sample
was negligible and the probe was in continuous contact with
the sample throughout the measurements. The probe radius
of 57 nm was experimentally characterized through imaging
a standard probe calibration sample porous aluminum
PA01.10 The complex compliance Jj is then computed
by using the Hertz contact model. Then the obtained
complex compliance Jj was modeled by using a fourth-
order Prony series, Jj=J0 / j−i=14 Ji / j+1 /i,
where the fully relaxed coefficient J0, the compliance
coefficients Ji, and the retardation times i were esti-
mated via curve fitting using MATLAB. The obtained param-
eters are: J0=9.11
10−6 Pa−1, Ji= −2.08,−1.53,−1.51,
−2.37
10−6 Pa−1, and i= 25.28,2.90,0.47,0.05 ms, for
i=1, 2, 3, and 4. The measured creep compliance of PDMS
sample is plotted in Fig. 4 for time t 1 /4.5 ms,6 s
where the starting time instant 1/4.5 ms corresponds to the
upper bound of the measured frequency 4.5 KHz. According
to calculated creep compliance, the instantaneous modulus of
PDMS is about 1.33 MPa and it quickly relaxes to 0.2 MPa.
Magnitudes of instantaneous and fully relaxed modulus com-
pare well with DMA tests on the same samples.9 At room
temperature, PDMS is above its glass temperature and dis-
plays a clear viscoelastic solid response. Our proposed char-
acterization technique clearly captures the rate dependent
viscoelastic nature of the PDMS polymer. These results dem-
onstrate the efficacy of our technique for rapid broadband
viscoelastic characterization.
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